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Precision scales from 0.001 g to 300 kg

Indicators for Factory Ex 
precision scales
Both indicator models have 
backlit graphical displays. For
your ease of use, the operating
menu lets you customize the 
display (digit size, optional 
information, display inversion,
contrast, etc.) and activate a bar
graph display as an aid in filling.
The backlighting ensures good
readability even under adverse
conditions. Text-supported 
operator guidance facilitates
handling and configuration in
every application. 

The indicator can also be set up
for remote use for individual 
user guidance (xBPI-functions). 
Factory Ex scales come with 
a wide array of application 
programs: checkweighing,
net–total formulation, weighing
in percent, statistics, totalizing,
recalculation, differential 
weighing, calculation of weight
values, and mass unit conversion.

They also offer several additional
functions for combination: 
second tare memory, ID codes,
product data memory and 
user-definable printout design.

The FC indicator
On FC scales with weighing 
capacities up to 64 kg, the 
indicators are made of rugged
industrial plastic. The FC indicator
comes pre-installed on a column.
A bracket is included for optional
front-mounting on the platform
(standard cable length: 1.7 m).
Alternatively, a 2.7-m cable is
available for remote operation.

FC models have both power jack
and data output port on the
weighing platform.

The FCA indicator
For models with weighing 
capacities from 12 to 300 kg, 
FCA indicator models are 
available in brushed AISI type
316 Ti stainless steel (1.4571)
with an electropolished front
panel. The keys are logically
grouped and large enough to
operate even when wearing
heavy gloves. FCA indicators are
equipped for separate installation
(cable length 6 m/~20 ft; 
optionally up to 10 m/~50 ft).
Furthermore, the dimensions 
are compliant with the German 
DIN 43700 standard for easy
installation in control panels.

FCA models have both power 
jack and data output port on 
the indicator.

The latest weighing technology 
for reliable results – 
even in hazardous areas: 
Factory Ex scales
These industrial scales combine
the extensive experience 
Sartorius has in advanced weigh-
ing technology with the latest
types of explosion protection. 

Monolithic weigh cell technology
makes these scales both rugged
enough for industrial environ-
ments and exceptionally accurate. 

These characteristics interact
perfectly with sophisticated filter
algorithms to guarantee reliable
measurements. The advantages
for your production process:
– Improved long-term stability 

of weighing data
– Enhanced performance even 

in fluctuating  temperatures
– High stability for off-center

loading
– Excellent repeatability and 

linearity
– High mechanical capacity
– Electrical preload compensation

of up to 20% of the weighing
capacity

All Factory scales are equipped
with built-in motorized 
calibration weights, so you can
check the scale's accuracy by
simply pressing a key. 

A choice of five power supply
versions (see photo) for 
installation in hazardous or 
non-hazardous areas gives you
even more flexibility.

The RS-232C interface ensures
secure data transfer over barriers
or interface converters to the
non-hazardous area; e.g., to 
a printer or computer (RS-485
and RS-422 also available). 

Factory Ex scales can be 
networked with up to 8 client
devices.
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Power supply cable lengths for Factory Ex
Maximum lengths for power supply options 
(secondary cable)

Standard Optionally up to 
a 5 m 20 m
b 3 m 20 m
c 2 m 20 m
d 20 m …

Factory Ex scales in a network (up to 8 scales)
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Certified in acc. with CENELEC standards
Explosion-protected
Type of protection: "Intrinsic Safety"
Highest gas group (ll C)
Temperature class for use in 
hazardous areas containing 
potentially explosive gash

ATEX 
designation

for gases (Zone 1)
Category 2
Apparatus group

II 2 G EEx ib IIC T4

Maximum lengths permitted between 
intrinsically safe data output and Zener barrier 
(in non-hazardous area) or interface converter 
(in non-hazardous area or Zone 2)

with RS-232C data output up to 20 m*
with RS-422 data output up to 1200 m
with RS-485 data output up to 1200 m 
with TTY data output up to 300 m 

(depends on baud rate)
* RS-232C standard guarantees 15 m.

ATEX approval for Factory scales: For use in Zone 1 or 2 hazardous areas
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